
FTR-VBX3

WOOD BLOCKING
ATTACHED @ 250 LBF/FT

"EXPANSION JOINT FILLER"
CLOSED-CELL POLYETHYLENE
TUBING 1-1/2xs LARGER THEN

"VBX" MEMBRANE
(CREATE "SLING" AT JOINT)

INSULATION ATTACHED PER
SPECIFICATION REQUIREMENTS

HEAT WELDED "VBX" FLASHING
STRIP "INSTALL LOOSE"

APPROVED FASTENER (12" O.C.)

SLIP "BUFFER" SHEET

FTR #201, Alpha-Tite OR
FTR #190e BONDING ADHESIVE

20 GA. HOT DIPPED G-90
GALVANIZED METAL PLATE

GALVANIZED ANNULAR RING
SHANK NAIL AT (6" O.C.)

DRAWING NUMBERISSUE DATEREVISES DETAIL

OPENING

(BOTH SIDES)

(ONE SIDE ONLY)

APPLICABLE SYSTEMS:

GENERAL REFERENCE:

ALL PREVIOUS
"FTR MA 01/21"

"FTR GS 01/21"

08-08-22ROOFING SOLUTIONS
INTELLIGENT "FTR AD 01/21"

"FTR BA 01/21"

FIBERTITE VBX MEMBRANE CROSS SECTION
"LOW PROFILE" EXPANSION JOINT
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